**************** 



-k t^^ 




Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 



^^^Eii^^^^^ti^^i iilXk^K>S :^^S^T<^ 



IS 5923 (1986): wooden clothes' lockers 
[CED 35: Furniture] 




Jawaharlal Nehru 
'Step Out From the Old to the New" 



Specification 



aj^&vi iJii^s:y>K^ isb^^ni^seg 



:<>5&i| mT'5K^5?::5:^>^i»l 



K^^^iXSVCd^ 



Satyanarayan Gangarara Pitroda 
Invent a New India Using Knowledge 



Bhartrhari — Nitisatakam 
''Knowledge is such a treasure which cannot be stolen" 




^'^^^r 



k 




BLANK PAGE 



^*-^^^ 





PROTECTED BY COPYRIGHT 



IS : 5923-1986 

Indian Standard reaffirmed 

SPECIFICATION FOR '°'° 

WOODEN CLOTHES' LOCKERS 



( First Revision ) 



UDC 684-453 : 6 041 




© Copyright 1987 

INDIAN STANDARDS INSTITUTION 

MANAK BHAVAN, 9 BAHADUR SHAH ZAFAR MARG 
NEW DELHI 110002 

^^^ March 1987 



IS i 5923 - 1986 

Indian Standard 

SPECIFICATION FOR 
WOODEN CLOTHES' LOCKERS 



{First Revision) 



Furniture Sectional Committee, BDC 35 

Ckaifman 

Shki a. Bharadwaj 
207, Golf Links, New Delhi 110003 

Members Representing 

ShriJayantilal M. Dalal All India Plastics Manufacturers* Association, 

Bombay 
Shhi N. S. Mani ( Alternaie ) 
Shri Darbara Singh Directorate General of Supplies and Disposals, New 

Delhi 
Shri Maiiendra Doshi Neqluxe India, Bombay 

Shri R. Parsitrak ( Alternate ) 
Shri R. S. Duoqai. Engineer-in-Ghief 's Branch. Army Headquarters, 

New Delhi 
Shri S. G. Garg ( Alternaie ) 
Shri I. P. Fioubredo Godrej & Boyce Manufacturing Gompany Pvt Ltd, 

Bombay 
Shri H. H. Jamshbdji ( Alternate ) 
Shri T. N. Gupta Central Building Research Institute, Roorkee 

Shri V. K. Aoarwai* ( Alternate ) 
Dr Kri8Ha»avatar Pandey Director of Education, Govt oi Uttar Pradesh 

Shri H. G. Kulshrbshtha Director of Education ( Delhi Administration ), 

Delhi 
Shri S. S. Bhatia ( Alternate ) 
Shri K, S. Lamba Office of the Development Commissioner ( Small 

Scale Industries ), New Delhi 
Shri G. G. Saha ( Alternate ) 
Shri M. M. Mistry National Buildings Organization, New Delhi 

Shri B. D. Dhawak ( Alternate ) 
Sbri L. R. Pahwa Indian Tourism Development Gorporation, New 

Delhi 
Shri J. A. Panchal National Institute of Design, Ahmadabad 

Shri H. K. Vyas ( Alternate ) 



( Continusd on page 2 ) 



© Copo^righi 1987 

INDIAN STANDARDS INSTITUTION 

This publication is protected under the Indian Copyright Act ( XIV of 1937 ) and 
reproduction In whol* or in part by any means except with written permission of th« 
publisher tball be deemed to be an infringement of copyright under the said Act. 



IS : 5923 - 1986 

( Continu$d from pag$ 1 ) 

Membirs /lepr$stnting 

Shri Asuok C. Patel Chandan Metal Producti Pvt Ltd, Vadodara 

Shri Arun C. Patbl ( Alttrnaie ) 
Shri P. Rajaoopalan Indian Institute of Architects, Bombay 

Rkprxsemtatitr Plywood Manufacturers* Association of India, 

Calcutta 
Shri M. K. Rishi Central Public Works Department, New Delhi 

Shri S. N. Santax. Forest Research Institute and Colleges^ Dehra Dun 

Col G. B. SiNaH The Indian Plywood Manufacturing Go Ltd, Bombay 

Dr A. PuRUSHOTHAM ( AlUmoU ) 
Sbri G. Raman, Director General, ISI ( Ex'officio Membtr ) 

Director ( Civ Engg ) 

Shri A. K. Avasthy 

Deputy Director ( Civ Engg ), ISI 



Wooden Furniture Subcommittee, BDC 35 : 2 

Conv€nir 
Shbi S. N. Saxyal Forest Research Institute and Colleges, Dehra Dun 

Mimbert 

Sbbi V. K. AoQARWAL Central Building Research Institute, Roorkee 

Shbi Daksba Bhardwaj Indian Institute of Architects, Bombay 

DxABOTOB Indian Plywood Industries Research Institute, 

Bangalore 

Dr H. N. Jaoadebsh ( Atternati ) 
Shbi R. S. Ddooal £ngineer-in-Chief's Branch, Army Headquarters, 

New Delhi 
Shbi Tabak Dcttta Calcutta Cabinet Maker's and Furnishers* Associa- 

tion, Calcutta 
Shbi Milton V. Fernandbz Chippendale ( Exports ) Pvt Ltd ( Cepl ), Bombay 

Shri Nayab V. Mobcmata ( AlttrnaU ) 
Shbi N. R. Jasami N. R.Jasani Corporation, Bombay 

Shri K. S. Lamba Office of the I>evelopment Commissioner ( Small 

Scale Industries ), New Delhi 
Shri S. A. Naqui Novopan India Limited, Hyderabad 

Shri K. R. Sresdhaua ( Altmutte ) 
Shbi J. A. Paztohal National Institute of Design. Ahmadabad 

Shbi H. K. Vyas ( AlitmaU ) 
Shbi S. W, Patwabdhan Formica ( India ) Ltd, New Delhi 

Shbi Dalxef Sutoh ( AltnnaU ) 
Shbi Indbr Dcrr Salwan Salwan Furniture Co Ltd, New Delhi 

GoL G. B. Simoh Indian Plywood Manufacturing Co Ltd, Bombay 

Db a. PI7BVSHOTHAU ( AlUfWU ) 

Shbi JiVMv A. UnwaIiXiA Godrej & Boyce Manufacturing Co Pvt Ltd, Bombay 

Sbbi I. P. Fioubrbdo ( Altirnat$\) 
Shbi H. H. Jamsbbdji < AlUrnaU 11 ) 



AMENDMENT NO. 1 APRIL 1992 

TO 

IS 5923 : 1986 SPECIFICATION FOR WOODEN 

CLOTHES' LOCKERS 

( First Revision ) 

( Page 6, clause 43 ) — Insert the following new clause after 4.5 and 
lenumber the subsequent clauses accordingly: 

"4^ Medium Density Fibre Boards ( MDF ) — MDF where used in the 
manu£acture of wooden clothes' lockers having flat surfaces shall conform to 
IS 12406 : 1988 'SpeciGcation for medium density fibre boards for general 
purposes', shall be Interior Grade IGSB if air drying finishes are adopted and 
Exterior Grade ESGB, if oven drying finishes are adopted." 

( Page 7, clause <.1.1, line 2) — Insert the words 'or MDF' after the word 
'plywood'. 

( Page 7» clause (.1.2, line 2 ) — Insert the words 'or MDF' after the words 
'veneered particle boards'. 

( Page 8, clause 6.U, line 3 ) — Insert the words 'or MDF' after the words 
'veneered particle boards'. 

( Page 7, clause t.lAy line 2 ) — Insert the words 'or MDF' after the words 
'veneered particle boards'. 
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Reprography Unit, BIS. New Delhi, India 



AMENDMENT NO. 2 FEBRUARY 1997 

TO 

IS 5923: 1986 SPECinCATlON FOR WOODEN 

CLOTHES' LOCKERS 

(Firsi Revision) 

( Page 3, clause 03 ) — Insert the following new clause after 03 and 
renumber the subsequent clauses: 

'0«4 A scheme of labelling environment friendly products to be known as ECO 
Mark is being introduced at the instance of the Ministry of Environment and 
Forests (MEF)» Government of India. The ECO Mark shall be administered by 
the Bureau of Indian Standards (BIS) under the BIS Act. 1986 as per the 
Resolution No. 71 dated 21 February 1991 published in the Gazette of the 
Government of India. For a product to be eligible for ECO Mark , it shall also 
carry the Sundard Mark of the BIS besides meeting additional optional 
environment friendly requirements.* 

( Page 5, clause 4.1 ) — Substitute the following for the existing clause: 

"4.1 Timber — Any species of timber speciGed in IS 13622 : 1^3 'Indian 
timber for furnitures and cabinets — Classification' shall be used in the 
manufacture of wooden clothes lockers. 

4J.1 For ECO Mark, only species of timber as specified in IS 13622 : 1993 
from sources other than natural forests such as timber from industrial and social 
forestry planutions, shade trees from tea and coffee estates, etc, shall be used for 
the nunufacture of wooden clothes lockers.*' 

( Page 6, clause 4.2 ) — Insert the foltowing at the end of the clause: 

"For ECO Mark, the particle board shall conform to the requirements 
specified in IS 3087 : 19854: for ECO Mark purposes.'* 

( Page 6, clause 4 J ) — Insert the following at the end of the clause: 

'For ECO Mark, the veneered particle board shall conform to the 
requirements specified in IS 3097 : 1980 for ECO Mark purposes.' 

( Page 6, clause 4.4) — Substimte the following for the existing clause: 

"4.4 Plywood — Plywood used shall conform to IS 303:1989 'Specification for 
plywood for genenl purposes ( ihird revision )'. 



Amend No. 2 to IS 5923 : 19M 

4.4.1 For ECO Mark the plywood shall confonn to the requirements specified in 
IS 303 : 1989 for ECO Mark puiposes." 

( Page 6, clause 4 J ) — Insert the following at the end of the clause: 

'Tor ECO Mark, the block board shall conform to the requirements 
specified in IS 1659 : 1990 'Specification for block boaids ( third revision )' for 
ECO Mark purposes.' ' 

[ Page 6, clause 4.6 ( see also Amendment No. 1 ) ] — Insert the following at 
the end of the clause: 

Tor ECO Mark, the medium density fibieboard shall conform to the 
requirements specified in IS 12406 : 1988 for ECO Mark purposes.' 

( Page 14, clause 9 ) — Insert the following new clause after 9 and renumber 
the subsequent clauses: 

40 AODrnONAL REQUIREMENTS FOR ECO MARK 

10.1 General Requireme&ts 

10.1.1 The product shall confonn to the requirements of quality and performance 
as specified in the standard. 

10.1 J The manufacturer shall produce to BIS environmenul consent clearance 
from the concerned State Pollution Control Board as per the provisions of the 
Water (Prevention and Control of Pollution) Act, 1974 and Air (Prevention and 
Control of Pollution) Act, 1981 alongwith the authorization, if requited under the 
Envbrmmem (Protection) Act, 1986, while applying for ECO Mark. 

lOJt Specific Requirements 

The product shall confonn to the specific requirements given for ECO Mark 
under relevant clauses of this sUndaid. 

NOTE — The maaufxcturer shall provide docuneslftry cvidesce by way of c«nifictte or 
dcdtratioo to tUt effect to the Bureau of Indiaa Steodaida while applying for ECO Mark/ 

( Page IS, clause 11.1 J ) — Insert the following at the end of the clauae: 
'11 J The criteria for which the product has been labelled as ECO Mark.' 
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IS I 5923 - 1986 

Indian Standard 

SPECIFICATION FOR 
WOODEN CLOTHES' LOCKERS 



{First Revision) 



0. FOREWORD 

0.1 This Indian Standard { First Revision ) was adopted by the Indian 
Standards Institution on 30 May 1086, after the draft finalized by the 
Furniture Sectional Committee had been approved by the Civil 
Engineering Division Council. 

0.2 This standard was first published in 1970. In this revision, the tests 
for finished surface have been included. The revised standard also 
makes reference to the recent Indian Standards for various types of 
materials allowed in the standard. 

0.3 This standard contains clause 8.4.1 and Appendix A which require 
the purchaser to supply certain technical information at the time of 
placing orders. 

0.4 In the formulation of this standard, due weightage has been given 
to international co-ordination among the standards and practices 
prevailing in different countries in addition to relating it to the practices 
in this field in this country. 



1. SCOPE 

1.1 This standard covers the requirements for materials, sizes, 
construction and finish of wooden clothes* lockers with hinged doors. 

2. TERMINOLOGY 

2.0 For the purpose of this standard, the following ternns shall apply. 

2*1 Lockers — A storage compartment with its own lockable door. 

2*2 Unit *— One or more Icckers arranged ^vertically or horizontally as 
specified in S»l. 
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3. TYPES 

3.1 Wooden clothes' lockers: (a) general purpose with surface painted or 
stained and polished, and (b) with decorative veneered and polished 
surface, shall be of the following types ( see Fig. I ): 

a) 6-locker type, 

b) 8-locker type, 

c) 12-locker type, and 

d) 1 8-locker type. 
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1 A 6 -Locker Type 1 B 8-Lockar Type 

All dimensions in millimetres. 
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1 C 1 2-Locker Type 1 D 1 8-Locker Type 

All dimensions in millimetres. 

Fio. 1 Divisions of Compartments for Different Types of 
Clothes' Lockers 

4. MATERIALS 

4.1 Timber — Timber conforming to IS : 5247 ( Part 1 )-1982* shall 
be used. Sapwood of all durable species shall be given a preservative 



•Specification for converted timber (coniferous): Parti Light furniture {Jirst 
rmsion ). 

5 
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treatment as specified in IS : 401-1982*. The timber used shall be 
seasoned timber, with moisture content as permissible for the different 
climatic zones in accordance with IS : 287-19731. 

4.2 Wood Particle Board — Wood particle board required for the 
manufacture of wooden clothes' lockers shall conform to IS : 3087- 1986 J 
and shall be of flat-pressed single-layer or flat-pressed 3 layer type. 
These boards, if required, may be veneered. 

4.3 Veneered Particle Board — Veneered particle boards shall 
conform to IS : 3097-1980§. Both interior and exterior grades of veneered 
particle board may be used where the clothes' lockers are to be finished 
with air-drying paints or varnishes. Where suitable baking paints* 
enamels or varnishes are to be used, only exterior grade veneered particle 
boards shall be used. 

4.3.1 For clothes' lockers, decorative veneered type, decorative veneer- 
ed board of specified timber facing shall be used for door and sides. 
Usually, decorative timbers are specified as figured teak and rose wood. 

4.4 Plywood — Plywood used in the manufacture of clothes' lockers 
shall conform to IS : 303-1975||. Any of the three grades, namely, BWR, 
WWR and CWR of plywood may be used for cabinets which are to be 
finished with air-drying paints, enamels or varnishes, where clothes' 
lockers are finished with suitable oven-drying paints, enamels or varni- 
shes, only BWR grade of plywood shall be used. The plywood used shall 
not be inferior to Type BB. In case, veneered plywood is used, it shall 
conform to IS : 1328-I9821f. 

4.5 Blockboard — Blockboard used in the manufacture of clothes' 
lockers shall conform to IS : 1659-1979**. 

4*6 Adhesive — Adhesive used for joinery work shall conform to 
IS : 848-1974tt, IS : 852-1969Jt or IS : 4835.1979§§, 



*Code of practice for preservation of timber ( third rwision )• 

tRecommendations for maximum parmiiiible moiiture content for timber used for 
different purposes ( sicond nmsion ). 

^Specification for wood particle boards ( medium density ) for general purposes 
{ Jirst revision ).^ 

§Specificat]on for veneered particle boards {first r$viji9n ). 

llSpecificatioa for plywood for general purposes ( sttond ntfision ). 

^Specification for veneered decorative plywood ( second retnsion ). 

''Specification for blockboards ( sscond rmsion ). 

ffSpeciiication for synthetic resin adhesives for plywood ( phenolic and amino- 
plastic ) (first rsmsi$n ). 

tJSpecification for animal glue for general wood-working purposes (first nnsian ). 

§$Specification for polyvinyl acetate dispersion-based adhesives for wood (first 
rsvisian ). 



18 t 5923 - 1986 

4.7 Wooden screws ( see IS : 6760-1972* ). wooden dowel pins, almirah 
locksi handles, knobs, hinges, latches, escutcheons and other hardware 
shall conform to the relevant Indian Standards, wherever they exist. 

4.8 Paint, enamel polish and varnish shall be in accordance with the 
schedule given in IS : 2338 ( Part 2 )-1967t- 

5. DIMENSIONS 

5.1 The overall dimensions of clothes' lockers shall be as follows: 

Height 1 980 mm 

Width 910 mm 

Depth 480 mm 

NoTB — The minimum clearancet required for clothes* lockers to be put into 
recessei or opening* where required, shall be as follows: 

For top 20 mm 

For each side 10 mm 

For depth 5 mm 

5.2 Tolerances — The overall dimensions specified in 5*1 shall not 
vary by more than ±5 mm. 

5.3 The wooden clothes' lockers shall be rectangular at all the 
measurable surfaces within a tolerance of ±8 mm between the two 
diagonals of the rectangle. 

6. FABRICATION 

6.1 Components — It is advised that wooden clothes' lockers are first 
made in component form and assembled from the components as are 
given in 6. 1*1 to 6.3.3. 

6.1.1 Sides — The sides shall be made from veneered boards, or 
plywood as specified in 4 having a thickness 20 ± 1 mm and shall be 
prepared for joinery and fixtures as required. The width of the side 
shall correspond to the width of the top. The side shall extend between 
the extreme surfaces of the top, the bottom and the back. Sides may 
extend to full front where doors are to be inside with front bordered 
construction or be short of the thickness of doors where doors extend to 
full width. 

6*1.2 Backs — The backs shall be made from veneered boards, plywood 
blockboards, particle boards or veneered particle boards, specified in 4 
be and shall in thickness of not less than 10 d: 1 mm. It shall be one piece 
panel prepared for joinery. The width of back panels shall correspond to 
the length of the top panel and the length shall extend between the 
extreme surface of the top and bottom of clothes' lockers. 

^Specification for slotted countenusk head wood screws. 

tCode of practice for finishing of wood and wood-baied matertah: Part 2 Schedules. 
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6«1*3 Top, bottom, shelves, in between compartments and the dividing 
partitions for the compartments shall be made from plywood blockboards, 
particle boards, or veneered particle boards, as specified in 4 and shall 
be of thickness 20 mm with a tolerance of ± 1 mm. The length of the 
top and bottom shall cover the width of the clothes' locker and adjusted 
for the joinery and shall cover the depth including the thicknesses of the 
door and allowance for joinery work* 

6.1.4 Doors — The doors shall be made of plywood, blockboards, 
particle boards, or veneered particle boards as specified in 4, in thickness 
20 mm with a tolerance of ±1 mm. The doors shall be prepared to fit 
the size of compartments of the clothes' lockers and any of the following 
two methods may be used: 

a) Door fixing recessed with the side, top and bottom front form 
as border and hinges fixed on inside surface of sides ( see 
Fig. 2 ); and 

b) Door fixing on the full front with the hinges on the sides of front 
edge ( see Fig. 3 ). 



DOOR 




HINGE 

Fio. 2 Recsssbd for Shuttbr 



HINGE 




Fio. 3 Full Front Door Shuttbr 

Dimensions of the side and the door shall be adjtuted to suit any of 
the above methods adopted. In case of 6-locker type, 12-locker type and 
18-locker type, the middle vertical set of doors ( 2 in 6-locker type, 4 in 
12-locker type and 6 in 18-Iocker type ) may play on pivot hinges. 
NoTB — Details of various joints and fixtures are given in Fig. 4 to 9« 
6.1.4.1 Door stops — The doors shall be single leaf construction 
having plain smooth edges all round. Wooden or suitable stops shall be 
provided at the top and bottom or side of each of the compartment for 
the door to stop in proper position in line of the face of the clothes* locker 
as shown in Fig. 7 andf 9. 

8 
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Fio. 4 Joint Between Side and Back 

20 tl"! 




Fio. 5 Joint Between Side and Top 

-20tt 




DIVIDING SHEtF 

Fio. 6 Detail of Top and Dividino Shelf 

20*1-1 TOP 




STOPPER 

-lOtI 

-OdOR 
Fio. 7 Detail of Door Meeting 
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Fio, 8 Dbtail of Invisible Hinge 
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Fio. 9 Detail of Door Stopper 

6tl»5 The edges of the sides, the dividing shelves and partitions, the 
bottom and the top and each side of the doors shall be prepared either 
by internal lipping or external lipping to give proper finish and ability 
to stand wear ofthe edges and take neceuary fixtures. The components 
shall also be given filler and undercoat paint or polish so as to be ready 
for final paint or polish and finishing treatment. 

6.2 Joinery — The joining shall comply with A-9 of IS : 3087-1986* 
when wood particle boards are used. The joining ofthe sides to the top 
and bottom shall be splined mitre joint or interlocked mitre joint or 
straight mitre joint fixed by screws driven angularly or supported by 
wood strip, or by butt joint without or with dowels or half-lapped 
joining. The joints shall be well secured by glue and suitable wood 
screws for tight and strong fit. Wherever applicable, joints shown in 
IS : 3845-1966t shall be followed for various locations. 

6.2.1 The back shall be fixed on to the sides, top and bottom by 
straight butt joint recessed by half-lap cut and secured by glue and 
wood screws. Alternatively, it may be fixed by double half-lapped or 
straight butt joint and glued and screwed by wood screws. In the latter 
case, adjustment shall be made in the width of sides, top and bottom. 

^Specification for wood practicle boards ( medium daniity ) for general purpoiet 
{first fwisi9n ). 

tCode of practice for jointi used in wooden furniture. 

10 
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6.3 Doors — The doors shall be fixed to the sides internally or 
externally and by use of either piano hinges ( continuous hinges ) or 
2-nuniber hinges 75 mm long and to suit the width of fixing edge by 
use of suitable wood screws in 6-locker type clothes' lockers. In 8-locker 
type and 124ocker type, the doors shall be fixed by use of either piano 
hinges ( continuous hinges ), 50 mm long and to suit the width of fixing 
edge and the doon of 18-locker type shall be fixed by use of piano hinges 
( continuous hinges ) as long as the edge of the door and to suit the width 
of the fixing edge by use of suitable wood screws. The doors of the clothes' 
lockers may be opening right or left» as desired by the purchaser. The 
doors may have ball catches fixed at the top edges and bottom edges to 
stop at the proper position. The doors shall be provided by suitable 
almirah locks and suitable lock plates on the sides of each compartment 
where the doors meet. The locks shall be internally fixed and the key- 
holes provided in the doors for fixing the key shall have escutcheon 
plates. The doors shall also be provided with suitable handles or knobs. 
Generally the doors of the clothes' lockers open on right. 

6.3.1 The clearance around the door between the sides, top and 
bottom shall not be more than 1*25 mm. 

6.3.2 The hinges shall conform to IS : 205-1978*, IS : I341-1981t and 
IS : 3818-1971$. 

6.3.3 Pedestals shall be made from solid wood not less than 100 mm 
high. 

7. ASSEMBLY 

7.1 The various components shall be assembled by means of glue and 
screws securely fixed under pressure. Before driving the screws, pilot 
holes should be driven into the wood panel and the screws should be 
dipped in glue before driving in. 

7.1.1 Typical construction and assembly is shown in Fig. 10 and 11. 

8. FINISH * 

8.1 Wood panel components shall be given a coat of primer paint and 
filler, wood putty conforming to IS : 419- 1967§ shall be applied to all 
surfaces requiring filling. After preparing the surfaces^ two coats of 
enamel paint, that is, one under coat and one finishing coat shall be 
given. The finishing coat shall be synthetic air-drying or suitable stoving 
enamel conforming to air-drying or stoving paints for wood work. The 
enamel or paint shall be of exterior type and of a finish and colour as 
required. 

'Specification for non-ferrous metal butt binges ( third rtpuion ). 
tSpecification for iteel butt hinges {Jburih mision ). 
tSpecificAtion for continuous ( piano ) hinges {first nviswn ). 
§Spacification for putty, for use on window frames ( first rsvistM }. 

11 
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Fio. 10 Typical Sketch of a Clothes' Locker 
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SECTION XX 



Fio. 1 i Gross and Lono Sections Showing 

CONSTRUGTION AND ASSBMBLY 

8.2 The finish shall be smooth, uniformly applied and free from 
visible defects. It shall be well based and shall not readily chip or flake. 
The dry film thickness shall not be less than 0*10 mm. 
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8.3 All other components shall be finished in colour as agreed to between 
the purchaser and the manufacturer. 

8.4 In case of decorative veneered clothes* lockers, the decorative 
veneered surface shall be given a suitable French polish or wax polish. 
All veneered surfaces of the components shall be properly cleaned and 
sand papered and then filler coat, for French polish, shall be applied. 
Allow it to dry and settle for 24 hours. The surfaces shall again be sand 
papered and cleaned by duster. Three coats ofFrench polish conforming 
to IS : 348-1968* shall be applied, after the first coat has dried com- 
pletely. Care shall be taken to sand paper properly before application 
of each coat. Alternatively, wax polish shall be applied after the filler 
base. Clear lacquer based, nitrocellulose or other synthetic finishes may 
also be used as protective finish and shall conform to the relative Indian 
Standards. 

8.4.1 If staining is desired by the purchaser, it shall be done after the 
filler base is ready for application of stain. After staining and a lapse of 
24 hours' time, finishing coats shall be applied. 

9. PERFORMANCE REQjUIREMENTS OF FINISH 

9.1 Every wooden clothes' locker shall be checked for good workmanship 
and freedom from any stain and work. 

9.2 Resistance of Surface to Wet Heat — The test sample shall be 
tested for resistance to wet heat in accordance with IS : 5807 ( Part 2 }- 
1975t. The minimum qualifying average ratings shall conform to 7 of 
IS : 5807 ( Part 2 )-1975t. 

9.3 Resistance of Surface to Marking by Liquids — The test 
sample shall be tested for resistance to marking by liquids in accordance 
with IS : 5807 ( Part 4 )-1975t. The minimum qualifying average rating 
shall conform to 8 of IS : 5807 ( Part 4 )-1975t. 

9.4 Type Test 

9.4.1 Risistance of Surface to Mechanical Damagt — The test sample 
surface shall be tested for impact, cross-cut and scrape tests in accor- 
dance with IS : 5807 ( Part 6 )-1978t. The rating shall conform to 5,3 of 
IS:5807(Part6)-1978t. 



* Specification for French polish {first rtvimn ). 
tMethod of ten for clear nnishea for wooden furniture: 

Part 2 Resistance to wet heat {first rsvision ). 

Part 4 Resistance to marking by liquids. 

Part 6 Resistance to mechanical damage. 
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IS I 5923 - 1986 

10. PACKING 

10.1 All the components parts shall be packed in such a way that no 
damage is caused to them during transit. 

10.2 The purchaser may require the clothes' locker to be supplied in 
knocked down conditions, in which case, the manufacturer shall prepare 
the components fully for quick joining and shall supply the purchaser 
complete details and instructions for fixing. 

11. MARKING 

11.1 All wooden clothes' lockers shall be marked with a suitable mark 
identifying the manufacturer. 

11.1.1 The clothes' lockers may also be marked with the ISI 
Certification Mark. 

NoTX — The use of the ISI Certification Mark is governed by the provisions of 
the Indian Standards Institution ( Certification Marks ) Act and the Rules and 
Regulations made thereunder. The ISI Mark on products covered by an Indian 
Standard conveys the assurance that they have been produced to comply with the 
requirements of that standard under a well-defined system of inspection, testing and 
quality control which is devised and supervised by TSI and operated by the producer. 
ISI marked products are also continuously checked by ISI for conformity to that 
standard as a further safeguard. Details of conditions under which a licence for the 
use of the ISI Certification Mark may be granted to manufacturers or processors, 
may be obtained from the Indian Standards Institution. 

APPENDIX A 

( Clause 0.3 ) 
INFORMATION TO BE SUPPLIED BY THE PURCHASER 

A-1.1 The purchaser shall supply the following information to the 
supplier along with the order: 

a) Type of clothes* lockers required; 

b) Whether handles or knobs are required; 

c) Finish: 

1) Painted ( specify colour ), 

2) French polished ( stained or natural ), and 
Waxed ( stained or natural ), and 

Lacquered, nitrocellulose or other synthetic finish with 
stain or natural. 

d) Whether alternative methods of construction and finish are 
specified if so, they shall be clearly stated in the order; and 

e) The doors are generally opening right and if desired otherwise, 
it should be specified. 
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INTERNATIONAL SYSTEM OF UNITS ( SI UNITS ) 



Cnits 

Quantity 

Length 
Mass 

Time 

Electric current 

Thermodynamic 
temperature 
Luminous intensity 
Amount of substance 

Snpplementary Unite 

QUANTITY 

Plane angle 
Solid angle 

Derived Unite 

Quantity 

Force 
Energy 

Power 

Flux 

Flux density 

Frequency 

Electric conductance 

Electromotive force 

Pressure, stress 



Unit 



Syxbox. 



metre 


m 


kilogram 


^fi 


second 


5 


ampere 


A 


kelvin 


K 


candela 


cd 


mole 


mol 


Unit 


Symbol 


radian 


rad 


steradian 


sr 


Unit 


Symbol 


newton 


N 


joule 


J 


watt 


W 


weber 


Wb 


tesla 


T 


hertz 


Hz 


Siemens 


S 


volt 


V 


pascal 


Pa 



DariKiTiON 

1 N » 1 kg.m/s> 
1 J - 1 N.m 

1 W » 1 J/s 
1 Wb «* 1 V.S 
I T - 1 Wb/m' 
1 Hz^ lc/s(s-») 
1 S - 1 A/V 
I V « 1 W/A 
1 Pa « 1 N/m« 



INDIAN STANDARDS INSTITUTION 

H00dqU9rters\ 

Manak Bhavan, 9 Bahadur Shah Zafar Marg, NEW DELHI 110002 

Telephones : 331 0131 331 1375 Telegrams : Manaksanstha 

( Common to a|i Offices ), 

Regional Offices: Telephone 

^Western : Manakalaya, E9 MlOa Marol Andheri ( East } 6 32 92 95 

BOMBAY 400093 * * - 

^Eastern : 1/1 4 C. I. T. Scheme VII M, V. I. P. Road, 36 24 99 

i MariUctola. CALCUTTA 700054 

Northern : SCO 445-446, Sector 35-C 
CHANDIQARH 160036 

Souttiern : C. LAAI||lu8^. j\/IADRAS 6001 1 3 



Brancf) Offices: 

'Piishpak', Nurmohamed Shaikh Marg, Khanpjr" 
^piMADABAD 380001 
■F' Block, Unity Bidg. Narasimharaja Square, 
BANGALORE 560002 

Gangotri Complex, 5th Floor, Bhadbhada Road, 
T. T. Nagar, BHOPAL 462003 

Plot No. 82/83, Lewis Road, BHUBANESHWAR 751002 

63/5 Ward No. 29, R. G. Barua Road, 5th Byelane, 
GUWAHATI 781003 

6-8-56C L.N. Gupta Marg, HYDERABAD 500001 

R14 Yudhister Marg, C Scheme, JAIPUR 302005 

1 17/418 B Sarvodaya Nagar, KANPUR 208005 

Patliputra Industrial Estate, PATNA 800013 

Hantex Bldg (2nd Floor), RIy Station Road, 
TRIVANDRUM 695001 

inspection Office (With Sale Point): 

Institution of Engineers (Indid) Building, 1332 Shivaji Nagar, 5 24 35 
PUNE 411005 



( 2 18 43 
i 3 16 41 


f 41 24 42^ 
. 41 25 19 
i.41 29 16 


( 2 63 48 
j 2 63 49 


22 48 05 


6 67 16 


6 36 27 


22 10 83 


f 6 34 71 
1 6 98 32 


r21 68 76 
121 82 92 


6 23 05 


52 27 



*$a(«s Office in Bombay is at Novtity Chambers, Grant Road, 89 65 2$ 
BOMBAY 400007 

tSatat CHice in Calcutta is at 5 Chowrinohaa Approach^ 27 48 00 
f*0. Princtp Strwt CALCUTTA 700072 ^ 

Pflntjftd at Pfintporaph, MiwOathh tnd\^ 



